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TECHNICAL DATA N 32

FEATURES

Mean error 1 km double levelling		  ± 2 mm
Telescope magnification		  32 x
Objective diameter		  36 mm
Shortest focussing distance		  0,3 m
Horizontal circle		  400 gon / 360°
Weight		  1,5 kg

	· Robust metal housing
	· Supplied in carton comprising N32, 
5 m levelling staff and tripod for 
convenient storage and delivery

	· N 32 level with carrying case
	· Aluminium tripod
	· 5 m levelling staff
	· Carrying case

ART.-NO. 400 GON

ART.-NO. 360°

200532

200533

N 32-Set
Automatic Level

SUPPLIED WITH

N 32-SET (400 GON & 360°)

Automatic Level

TECHNICAL DATA GFN 1 FEATURES

SUPPLIED WITH 

GFN 1 

Mean error for 1 km double levelling	 ± 1,5 mm
Telescope magnification	 32 x
Objective diameter	 36 mm
Shortest focussing distance	 0,4 m
Working range of compensator	 ± 15'
Levelling accuracy	 ± 0,3"
Circular bubble	 8' / 2 mm
Horizontal circle	 400 gon / 360°
Dust / water protection	 IP 54
Weight (instrument only)	 1,2 kg

	· Robust metal housing with 
handle for comfortable handling

	· Bubble reading mirror
	· Optical sight for quick alignment 
to a levelling staff

	· GFN 1 Level  
with carrying case

	· Aluminium tripod
	· 5 m levelling staff
	· Set carton

ART.-NO. 400 GON

ART.-NO. 360°

GFN 1  
Automatic Level suitable 
for all construction sites

SUPPLIED WITH 

GFN 1 SET 

 » 	· 32 x Magnification
	· Robust all-metal housing
	· Handle for comfortable handling	

	· Adjustment pin
	· Carrying case

200200

200205

ART.-NO. 400 GON

ART.-NO. 360°

Engineers’ Automatic Level

TECHNICAL DATA GFN 10 FEATURES SUPPLIED WITH 

GFN 10

Mean error for 1 km double levelling	 ± 1,0 mm
Telescope magnification	 32 x
Objective diameter	 40 mm
Shortest focussing distance	 0,6 m
Working range of compensator	 ± 15'
Levelling accuracy	 ± 0,3"
Circular bubble	 8' / 2 mm
Horizontal circle	 400 gon / 360°
Dust / water protection	 IP 65
Weight (instrument only)	 1,6 kg

	· Robust metal housing with  
handle for comfortable handling

	· Reticle in wedge-shape for most 
accurate reading

	· Well protected internal circle
	· Compensator test button 
	· Bubble reading mirror

GFN 10  
High-class 
Engineers’ Level

 »

SET  
GFN 10 400 GON + FS 20 + BS 15-0

ART.-NO. 200220-S01

	· 32 x magnification and bright optics
	· Robust all-metal housing
	· Wedge-shaped reticle
	· Internal circle and compensator test button
	· Handle for comfortable handling	

	· Adjustment pin
	· Plumb bob
	· Carrying case

ART.-NO.  400 GON 

ART.-NO.  360°

Compensator test button

Internal circle

Wedge-shaped reticle
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